From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: wb6zwc@ns.net
Subject: 6ea8
Message-ID: <2.2.16.19960421102607.0f7f5eb0@mail-1.ns.net>

HelP!  Somebody said there was a sale at AES on 6ea8's and other small
tubes.......

AES, says they only handle power tubes as quoted below:

>	I'm afraid we do not handle any tubes except for high power 
>transmitting tubes.
>
>Richard, KE9QU
>AES Milwaukee
>

So the question is; who is having the sale??????
*****************************
Richard     wb6zwc@ns.net
Sacramento-Where the American River
meets the Sacramento River
*****************************
This space intentionally left



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Jim Dillon <beadgal@ptialaska.net>
Subject: Re: 6EA8/6U8A  the sub:6678 $1
Message-ID: <01BB2F6E.CA814C80@juneau_63.dialups.ptialaska.net>

Hi again Richard+budget bottleseekers-
It is AES in Tempe, and they do have 6678/6U8A for a buck each. More things
to delight yer S-line/KWM2:
	6AK5  50 cents
	5749/6BA6   $1.50
	6677/6CL6    50 cents
	6BF5             $1.00     51S1 audio		
	6136/6AU6	$3.00
	6BA7             $3.00  75A4 and KWm-1    
                                                              etc etc

Their Fax= (800)706-6789

Jim Dillon   beadgal@ptialaska.net
looking for a user-grade KWM-2A  to put all these bottles in














From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: kj7f@micron.net (Terry Dobler)
Subject: 75A-4 Mods Question
Message-ID: <m0uB4go-000Qb8C@mis01.micron.net>

Gentlemen,

   Has any of the Collins experts seen a 75A-4 mod where the second mixer
6BA7 pentagrid converter is replaced with a 6EA8 triode/pentode?   Any
comments would be appreciated.   I am seriously considering undoing the
mod.   

Terry  KJ7F


kj7f@micron.net  -  http://netnow.micron.net/~kj7f



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: jproc@worldlinx.com
Subject: AN/SRC1 ?
Message-ID: <Chameleon.4.01.2.960422113439.jproc@>

Dear BA'ers,

Can anyone identify the AN/SRC1 as a valid piece of equipment?   

Regards,
-------------------------------------
Jerry Proc, VE3FAB
Radio Restoration Volunteer
HMCS Haida
E-mail: jproc@worldlinx.com
Toronto, Ontario  
-------------------------------------




From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Kevin McDonald <kevin.mcdonald@tivoli.com>
Subject: Belton + tech questions
Message-ID: <317BC987.52DC@tivoli.com>

Picked up the following at Belton:

DX35 modified with two 2 switches on front panel and cosmetically 
poor but recaped and works fine. paid $20

VF-1 Very clean and works but plastic with slit for freqency 
readout is warped and brittle - does anybody know a source for 
plastic with the correct color so I can remake this? paid $25

Anybody want to part with an AT-1 to complete the pair? (I didn't think so....)

HW101 with speaker and HP23B listed as only working on LSB. I cleaned 
the switches and it works on all modes but when set to CW it only 
'pops' exactly like an AM/CW  radio tuned in to CW without the BFO on. 
it transmits CW fine - can anybody point in the right direction of the 
circuit to sort this problem out? Have schematic etc.
paid $75 (I really wanted the SB600 speaker, 250/300 volt switchable 
supply and good case for other equipment...

Thanx.
Kevin McDonald (N5OJF)
kevin.mcdonald@tivoli.com


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Don Reaves <dr@cei.net>
Subject: Re: Belton hamfest---good things come in quantity
Message-ID: <Pine.LNX.3.91.960421112143.5904A-100000@kc5jh.reaves.net>


On Sat, 20 Apr 1996, Niel Wiegand wrote:

> >HRO, WWII vintage, with coils---already had been sold.  

Niel was the first one to offer me any money for my HRO.  And there
were a lot of tire-kickers prior to his arrival.  I think Niel had
his son bird-dogging BA's.  <g>

I had a great time at Belton.  Sold my extra R-390A's (yea, they were
a bit *used* but they did work!).  As someone already mentioned, the
sale prices were $250 and $200.  One sold to a fellow who said he had
nine R-390A's at home, and was in the business of reburbishing them
for resale.  I asked for his refurbed price and he quoted the 
range of $500-$1100 with the higher prices for certain models.
Who buys used R-390A's at over $1000?  I have his flyer in a box of
parts I picked up, but haven't unpacked yet.  His truck and table 
were just across the aisle from me, and I watched him pack his pick-up 
with 390's at noon-time. He must have bought all he could find there.

Also sold my SX-122/S-50spkr/manual for $190.  It was in nice shape.
Sorry, Rick, didn't know you were looking for one.

I met Gary Harmon and Rick Blank, just as they were getting ready to
leave.    They were the guys wearing the ER tee shirts.  I met Tom Boyd
who delivered an HT32A I bought from him.  All great guys, too. I'm 
sorry that we didn't have more time to visit, or that I didn't meet the
other BA list members at the meet.    I would have liked to shake Hank 
Van Cleef's hand and personally thank him for all the great stuff he 
posts to this forum and to the r.a.r+p newsgroup.   
  
Near the end of the meet, I wandered around and found a rack mount 
version HP410B, and a Ballantine 300F AC VTVM. These two instruments
crawled into my now empty van, along with some assorted boxes of parts 
and junk.  There were some really interesting items for sale.  
The fellow out in the parking lot with the overpriced stuff had
an ART-13, unmodified and complete.  I took a look under the cover and
it was dirty but not corroded.  $200 and I believe it was unsold.
There was a PRC-47 back from govt. refurbishment for $125 in original box.
And a box of accessories for same for $85, including leg strap J38, LS-166,
headphones, bags, etc.  I didn't see any of that sell.  I wanted the J38 and
the LS-166 but the seller preferred not to break up the set.

I bought a Hallicrafters S-42 speaker,  but later decided I didn't
have any Halli gear to mate it with, so I let someone else take it home for
$20.  I don't believe in $100 speaker cabinets!


When is the next Belton meet?

---
Don Reaves  KC5JH   dr@cei.net
46 Arbor Oaks Drive 
N. Little Rock, AR 72120 



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: kilgore@dev.tivoli.com (Jeff Kilgore)
Subject: Belton report
Message-ID: <9604221925.AA12088@wichita.tivoli.com>

Well, I did pretty well at the Belton, Texas swapfest last Saturday. My officemate
and I got there just before 7 AM and immediately make a quick run-through
to see what was there. I spotted some R-390As that fellow boatanchorite
Don Reaves, KC5JH, had for sale. I quickly finished up my run-through,
then headed back and bought an R-390A from Don. It was in decent shape, with
some wear and the zero adjust was not working, so I snatched it for $250.
I throughly enjoyed listening to my first R-390A the rest of the weekend
as time permitted. Can someone point me to any info on R-390A contract
information, etc.?

I also bought a B & K Model 707 tube tester for $60. It is in working order,
and not bad cosmetically. The case has some wear and has been written on
with magic marker, and the meter case is cracked. It has the tube data
sheets, but no schematic or manual. If anyone has a schematic and manual
for it, I would really like to get a copy and will pay copying and postage
expenses.

I was looking for a KWM-2, but only saw one there. It was not bad cosmetically,
but had some problems and I felt I could do better for $500.

Everyone has pretty much reported on all of the other boatanchors that I
saw there, so I won't waste bandwidth repeating it.

I told my wife and daughter about my finds and then showed them the R-390A.
My wife responded with the usual "Oh, that's it?," and my six-year-old
daughter responded with her usual "That's cool, can I tune it?". My wife
was impressed with the B & K 707, and watched with actual interest
that evening as I tested the tubes from an SB-300 that is awaiting
restoration.

It was my first time to attend the Belton swapfest, and I will certainly
be back next year. I'm still looking for a KWM-2 or KWM-2/A.

73,
Jeff Kilgore, KC1MK


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: JBurgwynjr@aol.com
Subject: Collins 32RS-1 info
Message-ID: <960421235200_519100905@emout14.mail.aol.com>

Anyone have info or manual on this commercial SSb crystal control
transceiver.                Tnx John W4WAW


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: knudsen@gvmail.ih.att.com
Subject: Re:  Dachis Book Arrived!
Message-ID: <9604221939.AA01698@bock.ih.att.com>

I was pleasantly surprised to find my copy of Dachis late last week --
thought I wouldn't see it for another week!  I echo the sentiments of others,
that it is beautifully produced.  It's clearly aimed at the wider audience of
old BC radio collectors, as both its cover and the insides show a lot of
consumer gear, including a lot fo things I never suspected Halli had made.

However, it seems they also made TXs before the war, and lived long enough to make
a couple xcvrs -- also news to me.  I'd thought that Halli only got into TXs
for the SSB era.

Descritpions could be a little longer, and some more inside shots would be nice
(Dachis tanatlizes with a few of these, and quite a bit of photos and texts
on the Dual Diversity series).  BTW, I saw a DD in the flesh a few years ago
and it is a really impressive pile of wood and chrome; didn't have it working tho).

Tubes are listed for each set in reverse order (audio back to antenna)
or sometimes the meet in the middle.  Description texts are all-caps in some
artsy font.  But the info is so good you don't notice.

>From the couple pix of Chuck huimself, I think I may have seen him around the
ARCI radiofests at Elgin, IL.

Other goodies: most RX and TX desdcriptions list the matching mate set (none
listed for the SX-117, tho).  There's a chapter on speakers.
And several chapters on home gear and commercial radio stuff, and even
a line of test equipment.

BTW, at an antique meet htis past weekend, aimed at jukeboxes and slot machines,
a bookseller had Dachis on the racks for $29.  Thanks for the much better deal
here.

My only warning is that this book is hazardous to those who don't like
Hallis all that much.  You may start getting, uh, interested.  I'm already
sorry for the near-mint S-38 I passed up for $20, and the needs-work SX-25
I unloaded for $70.  But feeling better abouth the S-20 and S-20Rs I got
real cheap last year.  And my SX-42 stays put, till I find a nicer one.
73, mike k aa9rg


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: hts <beadgal@ptialaska.net>
Subject: Diff: Collins 516E2 and MP-1 ?
Message-ID: <01BB3030.5AF6AE60@juneau_139.dialups.ptialaska.net>

Hi All-
yep, subject says it all...what's the practical (in-use) difference, if any in
these two Collins S/Kw  DC splies? What is going rate $$ for each?
Thanks
Jim Dillon   WL7CMQ    beadgal@ptialaska.net
also seeking a user grade KWM-2A to power with same



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "James P. Rybak" <jrybak@mesa5.Mesa.Colorado.EDU>
Subject: Drake R-4 Series of Receivers
Message-ID: <Pine.SV4.3.91.960421145509.10577A-100000@mesa5.mesa.colorado.edu>

Was the Drake R-4C hybrid receiver generally considered to be the "best" 
of the R4 series (R-4, R-4A, R-4B, R-4C)?  In what ways were the "all tube"
R-4 and R-4A inferior?  (Yea, I know they used a couple of solid state 
diodes, but no transistors)

Thanks.

Jim Rybak  W0KSD


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: jml@spider.lloyd.com (Jim Lockwood)
Subject: Re: Drake R-4 Series of Receivers
Message-ID: <m0uBCcp-000TwmC@spider.lloyd.com>

At 04:00 PM 4/21/96 -0500, James P. Rybak wrote:
>Was the Drake R-4C hybrid receiver generally considered to be the "best" 
>of the R4 series (R-4, R-4A, R-4B, R-4C)?  

I'm sure opinions will vary all over the map on which one of these would be
the "best".   

The R4C strikes me as an odd duck since it seems to require the user to
populate it with filters before it is as fully featured as its immediate
predecessor, the R4B.   Too, there must be a good reason why R4Cs with
Sherwood mods are highly prized.  Ever wonder why you don't see ads for
"bone stock, factory original" R4Cs?   What was wrong with them as they were
designed and built by Drake?

In contrast, the R4B with its LC filters sounds great, works extremely well,
needs no accessories or mods (that I've ever heard of), is modestly priced,
and probably has numerous design improvements over its predecessors.   So,
for my nickel, I'd rather look for a "B" than any other model.

That's my $0.02 worth....

73,

Jim - km6nk



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "David L. Thompson" <thompson@mindspring.com>
Subject: Re: Drake R-4 Series of Receivers
Message-ID: <199604220415.AAA27090@borg.mindspring.com>

>At 04:00 PM 4/21/96 -0500, James P. Rybak wrote:
>>Was the Drake R-4C hybrid receiver generally considered to be the "best" 
>>of the R4 series (R-4, R-4A, R-4B, R-4C)?  
>
>I'm sure opinions will vary all over the map on which one of these would be
>the "best".   
>
>The R4C strikes me as an odd duck since it seems to require the user to
>populate it with filters before it is as fully featured as its immediate
>predecessor, the R4B.   Too, there must be a good reason why R4Cs with
>Sherwood mods are highly prized.  Ever wonder why you don't see ads for
>"bone stock, factory original" R4Cs?   What was wrong with them as they were
>designed and built by Drake?
>
>In contrast, the R4B with its LC filters sounds great, works extremely well,
>needs no accessories or mods (that I've ever heard of), is modestly priced,
>and probably has numerous design improvements over its predecessors.   So,
>for my nickel, I'd rather look for a "B" than any other model.
>

I had both the R4B and C and agree.  The R4C did have a dial direct reading
in KHZ (Kcs) rather than a main dial and read the khz from the main tuning
skirt.  Once you had a complete set of filters in the C, then its was better
than the B.   I also had an A model which must be very close to B, because I
sent it back to Drake and they replace the PTO with a B model.   All are
very good receivers, transceive with the T4 series very well but lack AM
transmit.   This allowed Drake to easily move to the TR-7 and stripped down
TR-5.  What they really lacked was the digital read out of the Japanese
gear.    Drake Line equipment is still the biggest bargain in getting on the
air with inexpensive equipment.

73, Dave K4JRB

>



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "Grant Youngman" <nq5t@gte.net>
Subject: Re: Drake R-4 Series of Receivers
Message-ID: <199604220500.AAA24027@uro.theporch.com>



> >"bone stock, factory original" R4Cs?   What was wrong with them as they were
> >designed and built by Drake?

Not a whole lot really.  The Sherwood electrical mods fix some
irritants -- improve the audio somewhat, reduce noise that is a
problem in some (but not all) 3rd mixers related to the tube, and
reduce SSB distortion a bit by improving the product detector to
eliminate a slight bit of distortion of the attack side of very
strong signals

Filtering is a different issue.  Sherwood provided a way to switch
more that the standard number of filter slots and improved narrow
(250 Hz) CW performance by providing a narrow 1st IF filter (600 Hz,
I think)to reduce blow-by of the standard narrow filter.  ( I can to
attest how bad it is -- don't have any of the Sherwood filters)

> All are
> very good receivers, transceive with the T4 series very well but lack AM
> transmit.

?? The T4XC does have AM transmit (controlled carrier), which sounds
reasonably good if the audio gain is kept way down.  Don't know about 
the others.

Grant/NQ5T

-------------------------------------
Grant Youngman -- NQ5T
nq5t@gte.net
http://home1.gte.net/nq5t/index.htm

Beautiful downtown Double Oak, TX
-------------------------------------


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: azoth@netcom.com (Az0th)
Subject: Re: Drake R-4 Series of Receivers
Message-ID: <199604221443.KAA12590@netcom6.netcom.com>

Hi Jim,

> Was the Drake R-4C hybrid receiver generally considered to be the "best" 
> of the R4 series (R-4, R-4A, R-4B, R-4C)?  In what ways were the "all tube"
> R-4 and R-4A inferior?  (Yea, I know they used a couple of solid state 
> diodes, but no transistors)

Purely in terms of selectivity, the R-4C is the best of the breed, since the
LC networks of the earlier 4's couldn't hope to have the steep skirts of the
C's xtal filters.  The C's also had a number of 'convenience' refinements
lacking on the earlier models, like a simpler freq. readout, more accessory
xtal positions and AGC settings, a spinner knob for main tuning and suchlike.
The latest of three variants of the C had one more filter position than the
earliest, making it potentially the most versatile of the bunch.

In some ways, though, the early gear isn't inferior at all.  The R-4 has a
superior product detector circuit, and audibly cleaner SSB audio.  The pre-C
dial gearing is both simpler and smoother in operation.  The C's filters,
though sharp, do compromise audio fidelity more than the LC designs, and
this is particularly noticable when listening to SWBC.

I have a bunch'o'4's connected up here: an R-4, R-4A, 2 R-4B's and 2 R-4C's.
I've retubed and aligned as necessary to get everything working about as 
well as it ever did, and done a lot of side-by-side comparisons (especially
after taking Bro. Lockwood's advice about using a Ratshack video splitter as
a multicoupler) and most of the time there just isn't very much difference
between the stock radios.  The R-4 is less sensitive than the others, but
with conditions the way they've been, even that doesn't matter much.  When
the going gets tough, though, the C's advantage in selectivity becomes
evident, and usually its noise blanker works better than the others. There
doesn't seem to be a lot of difference in performance between the R-4A and
the R-4B's.  The R-4A does have a silicon PTO, BTW, similar to the B's,
but more bottles overall.

BUT, I've got one hotrod R-4C with nearly all the Sherwood/Sartori mods
and filters, and it easily outperforms _all_ the stock radios in every
respect.  Drake cut corners to produce a marketable radio, and some
of those corners are easily put right again.  The 3rd det. and audio
chain are replaced wholesale, as well as the low-voltage supply; more
xtal filters are added where they'll do the most good; some of the bottles
are sub'ed with Sartori tube replacements; the AGC is tweaked...  I also
replaced the analog dial with a 4-digit internal digital counter readout,
and one of these days I'll replace the xtal bank with a DDS chip.  This
rig is more of a hybrid than Drake ever dreamed, but is still very much
a Drake, and one of my favorites.  

73 de KF4FJH - RF Buchanan (azoth@netcom.com)


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: howellh@winthrop.edu
Subject: Drake Receivers
Message-ID: <96042208134387@winthrop.edu>


WINTHROP UNIVERSITY                               Electronic Mail Message
                                        Date:     22-Apr-1996 08:05am EDT
                                        From:     Haney Howell
                                                  HOWELLH
                                        Dept:     Mass Communication
                                        Tel No:   323-4534

TO:  Remote Addressee                     ( _smtp%"boatanchors@theporch.com" )


Subject: Drake Receivers

After three sets of "Cs", I picked up the "Bs" three years ago.  They serve as 
my prime monitoring and "cut thru the clutter" AM rigs.  The T4X? series all 
have AM transmit.  Just remember to run the pair in separate and set the xmtr 1 
kc higher than the receiver.  A simple mod brings up the audio and cuts back on 
the Drake pumping action.

Don't get me wrong.  The Cs are fine radios.  Had one set in Denver that kept 
going down the street to Sherwoods.  To be honest, I overmodified that receiver 
and traded it to a SSB DX nut.

But as others have written, the filters are all there in the B.  Of course, 
those damned jacks on the sides dictate how and where you place the radios.  Mr. 
Frost, can you explain?

The Drakes are the "prime" station for DX chasing and AM.  The Collins S line 
does the CW chores (and very mellow SSB), and the 32V3/Apache/G76, etc. have 
their places as well.

Now to convince the wife I need all these choices!

Haney   <howellh@winthrop.edu>    <no2n@sunbelt.net>


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: MODSTEPH@ACS.EKU.EDU
Subject: Re: Drake receivers
Message-ID: <01I3U9Q6XIFM0071CG@ACS.EKU.EDU>

     In addition to points alrady covered (i have owned an R-4A/T-4X 
combo,
and now have the R-4B/t-4XB combo) I have heard that in going to the "C"
line drake changed from the nice machined brass gears on the tunig to 
nylon ones which do wear out...  Cannot confirm this myself - anyone?

     And it made much more sense to me to get the one ("B") with the 
filters
already there...

     73,  Al  N5AIT
  modsteph@acs.eku.edu

NOTE TO BILL FUQUA - is testing Saturday, May 4, or Sunday, May 5?



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: KA9EGW@aol.com
Subject: drake tuning gears
Message-ID: <960422130847_277981994@emout19.mail.aol.com>

having owned "B" and "C" gear upon a time, I note that the nylon gears seem
to be self-lubricating (more or less) where the brass ones will grind
themselves to a powder and in the process score the heck out of the shafts.

eventually I got a pair of S-Line twins and gave up on Drake...hi!


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Jim Dillon <beadgal@ptialaska.net>
Subject: Re: filter caps 600wvdc
Message-ID: <01BB3025.62861C20@juneau_08.dialups.ptialaska.net>

Hi Jim and Fender Benders-
New Sensor Corp. has a great selection of this and other gitfiddle
electro items (they are also Sovtek, the toob people)
They have sprague Atoms 20@600 for $6.25
1-800-633-5477

Jim 'Bluesboy' Dillon      beadgal@ptialaska.net



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: jcreid@CCGATE.HAC.COM
Subject: Filter caps needed
Message-ID: <9603228301.AA830188586@CCGATE.HAC.COM>

Hi Gang,
  I'm doing some repair work on a BA guitar amp and I'm in the need of 3
20mfd@525VDC caps.  Actually 600V would be better since I'm measuring about 530
volts with the solid state rectifier plugged in.  The 450V ones aren't too tough
to find, but higher voltage ones are getting scarce.  Any suggestions?

-Jim N6SVS
jcreid@ccgate.hac.com



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: jproc@worldlinx.com
Subject: RE: Filter caps needed 
Message-ID: <Chameleon.4.01.2.960422114507.jproc@jproc>


> I'm in the need of 3
>20mfd@525VDC caps.  Actually 600V would be better 

Jim,

I had this problem just the other day with a bad 600 volt capacitor. One 
suggestion is to wire up two 40 uf 350 vdc capacitors in series. This will 
give you the electrical equivalent of a 20 uf 700 volt capacitor. Mount 
these on a terminal strip and tuck the assembly under the chassis if you 
have the space. 



Regards,
-------------------------------------
Jerry Proc, VE3FAB
Radio Restoration Volunteer
HMCS Haida
E-mail: jproc@worldlinx.com
Toronto, Ontario  
-------------------------------------




From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: launerb@crl.com (William H. Launer)
Subject: RE: Filter caps needed
Message-ID: <v01520d01ada182bbe77f@[192.0.2.1]>

>I had this problem just the other day with a bad 600 volt capacitor. One
>suggestion is to wire up two 40 uf 350 vdc capacitors in series. This will

If you do this, it's a good idea to parallel each series cap with a
resistor (100k might be ok) to act as a voltage divider to ensure that
neither cap is
"over voltaged".

73, Bill wb0cld





Bill Launer
St. Charles, MO
launerb@crl.com
wb0cld@wb0cld.ampr.org [44.46.66.25]
qrp-l #279      qrp arci #3551




From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: knudsen@gvmail.ih.att.com
Subject: RE: Filter caps needed
Message-ID: <9604221801.AA01571@bock.ih.att.com>

Don't forget to parallel the two series `lytic caps with
equalizing resistors -- a couple of 100K or so.
These will swamp out the caps' own leakage current and balance
the voltage drops.

BTW, the DX-40 used a couple of 450V lytics in series that way,
with big resistors, for the 600 VDC supply.  Conservative, yes, but
those early Heaths were solidly designed.  73, mike k aa9rg


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: pbock@melpar.esys.com (Paul H. Bock)
Subject: RE: Filter caps needed
Message-ID: <9604221911.AA06617@syseng1.se.melpar.esys.com>

>>I had this problem just the other day with a bad 600 volt capacitor. One
>>suggestion is to wire up two 40 uf 350 vdc capacitors in series. This will

>If you do this, it's a good idea to parallel each series cap with a
>resistor (100k might be ok) to act as a voltage divider to ensure that
>neither cap is
>"over voltaged".

>73, Bill wb0cld

     Bill is right, and it's more than just a "good idea."  I use 
450-volt electrolytics in series in my ARC-5 power supply, and 
100k is a good value to use for the shunt resistors to equalize 
the voltage drops on the caps.  

     Remember that the resistors need to have sufficient wattage 
rating to handle the current they'll draw, and it's getting more 
and more difficult to find small 1 and 2 watt power rated 
resistors, although 1/2 watt jobs are plentiful.  On my supply, 
which has a DC output with no load of about 540 VDC, I use three  
330K 1/2 W. resistors in parallel with each cap, for a net value 
of 110k at 1.5 w. dissipation.  This gives a series combination 
of 220k, which makes a decent "safety bleeder" across the caps as 
well (I use 32 uf caps in series, yielding a net circuit value of 
16 uf shunted by 220k for a time constant of about 3.5 seconds, 
or a 5 TC discharge time of about 18 seconds).  Of course, if you 
"load" the supply with a fixed 25k to 50k bleeder, you're covered 
anyway (25K will bleed it down in about 2 seconds).

   73,

   Paul, K4MSG



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: dlkerl@elvis.b11.ingr.com (Dan Kerl)
Subject: Re: Filter caps needed
Message-ID: <199604222118.AA11486@elvis.b11.ingr.com>


There are now affordable alternatives to electrolytic caps brought on by
the tube audio situation. SCR/Axon and Solen both have lines of
metallized polypropylene axial-lead caps in values to 100MFD at 630VDC.
A 20MFD 630V unit is $9.25 from Michael Percy (415-669-7181 voice, 7558
fax). They also have a 20MFD 1200V unit for $11.95. These prices were
from the middle of last year, so they may have increased since then.
They're in line with the current asking prices for Twist-Loks, IMHO.

					Dan Kerl
					dlkerl@ro.com
					dlkerl@ingr.com



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Michael Crestohl <mc@shore.net>
Subject: FOR SALE: XY III 80-40-20 Meter transciever
Message-ID: <199604221129.HAA27350@northshore.shore.net>

Hello BA Land!

A friend (not on the Net!) asked be to list this goodie:

Galaxy III transciever and power supply with original manual and station
console.  It comes from the estate of W1MMV in Vermont and is in excellent
condition cosmetically and I expect electrically as well.  I have seen it
but not powered up. 

The only thing I could find that needs attention is there is a bit of slippage
on the fine tuning control.  But the main tuning is smooth and I think that
the slippage can ge easily dealt with.

The station is complete with the station console (clock, wattmeter and phone 
patch.  Someone has offered to buy the console but my friend would prefer 
to sell it as a complete station.  Price is $200.00 for the station but 
if you are interested in the tx and ps alone something could be 
arranged.  I understand the console is pretty scarce!

If interested please reply by e-mail

73,

Michael Crestohl, KH6KD/W1
mc@shore.net


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: WJoeW@aol.com
Subject: FS:  Heath GDO
Message-ID: <960421194836_277550834@emout12.mail.aol.com>

I have a Heathkit Model GD-1A grid dip meter with all coils, no manual.  Good
condition.

$20

Joe
N5ZYA




From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "William C. Robbins" <billrobb@serv01.net-link.net>
Subject: FS: DX-20 Panel Meter
Message-ID: <199604212142.RAA07382@serv01.net-link.net>

At a hamfest today, Dave, KG8IV had a DX-20 front panel meter.  He wants
$20, firm.  I thought someone here may be interested.  Call Dave at
616/684-4514.  Do not communicate to me.

Bill.
William C. Robbins, WA8CDU          ***Heathkit Collector***
billrobb@serv01.net-link.net



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: aculbert@pps1-po.phyp.uiowa.edu
Subject: FS: EFJ & HARVEY-WELLS
Message-ID: <199604221831.NAA21069@ns-mx.uiowa.edu>



FOR SALE: 

1) Johnson Adventurer. Cabinet in good cosmetic condition. Unit has good RF 
output. RF output connector has been changed to a  SO-239.  All original knobs. 
Manual copy. Front panel is excellent EXCEPT, a toggle switch has been added and
the meter is not original. $45 shipped via UPS to lower 48.

2) Harvey-Wells TBS-50. AM / CW 80 through 2 meters. Untested with manual copy. 
$75

Al, K0AL

allan-culbert@uiowa.edu


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Jim Berry <basalop@eskimo.com>
Subject: FS: Hallicrafters SX-28A
Message-ID: <199604221015.DAA17357@mail.eskimo.com>

Spotted this on rec.radio.amateur.homebrew.  Please contact him and not 
me if interested.

73 Jim K7SLI (basalop@eskimo.com)

allent@mnsinc.com (David Allen) wrote:
>I still have my very first receiver -- an 80 pound boat anchor -- in
>storage for many an moon.  Any interest?
>






From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Tom.Daley@530.gigo.com (Tom Daley)
Subject: fs: instructorgraph code machine
Message-ID: <43e_9604221107@gigo.com>


hello ba people for sale (1) instructograph code teacher
as seen in old qst mags. good condition wind up model with
several code tapes and instruction manual - $60 or bo
plus shipping. great addition for any ba ham shack ! 

thanks tom

tom.daley@530.gigo.com
--
: Fidonet:  Tom Daley 1:203/530  .. speaking for only myself.
: Internet: Tom.Daley@530.gigo.com


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Jim Dillon <beadgal@ptialaska.net>
Subject: FW: 6ea8
Message-ID: <01BB2F6B.4940A4C0@juneau_63.dialups.ptialaska.net>



----------
	6ea8

HelP!  Somebody said there was a sale at AES on 6ea8's and other small
tubes.......

 the question is; who is having the sale??????
*****************************
Hi Richard- Right pew, wrong church: =09
		Antique Electronic Supply
		box 27468
		Tempe AZ 85285  fax (800)706-6789
has a tube sale thru 6/31 but don't see 6EA8 on list

Must have been New Sensor (1-800-633-5477) but beware of $100 min. order
(I know they had 6U8A). If enough people are interested, I'll do a  =
general Sovtek/ New Sensor order thru HiTec. Oh, God, here we go =
again.........
Better idea....will whoever did original post sell Richard a tube?

Jim Dillon     beadgal@ptialaska.net




From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: jml@spider.lloyd.com (Jim Lockwood)
Subject: Re: Hammarlund HQ110C Info Needed
Message-ID: <m0uB4e6-000TvlC@spider.lloyd.com>

At 09:08 AM 4/21/96 -0500, Bill Risch wrote:
>
>        Yesterday a HQ110C followed me home.   Second, need  any
>friendly tips on its known quirks. 


>        This is my start at a BA collection so away we go.
>
>

Thanks to BAer Larry, KQ4BY, a nice HQ-110 came to live with us a couple of
years ago.  Neat radio with a very nice sound.  

Here's what little I think I know about the thing:

There seem to be a couple of design variations that can result in a little
confusion if you get a manual for the opposite version to what you have.

Differences that I noticed  between my HQ-110 and the manual included the
BFO circuitry and the 6M RF circuits.   Don't recall what the BFO diffs
were, only that there were some.   

The 6M diffs are more memorable:  The manual calls for manipulating the coil
dimensions to adjust the inductance of the coils in the front end. Ugh.  I
was dreading having to squeeze or expand the coil to do the alignment.
Surprise!  Mine turned out to have a slug tuned coil, which was almost
trivial to adjust.   

The manual cautions that the stray effects of the cabinetry can cause a 25Kc
shift in calibration on the 6M band.  This is absolutely true.  As I recall,
it is recommended that you use a metallic cookie sheet as a substitute
bottom panel during alignment to immitate the cabinet effects.  I concur
completely with this advice with one additional point:  If yours has the
slug tuned coil for 6M, drill a hole in the cookie sheet so you can pass the
alignment tool through hole instead of having to remove the sheet, tweak the
coil, put the sheet back, check calibration, etc., etc.,.....

My manual is for the version of the HQ-110 that has "adjustable" coils in
the 6M front end.  If this is the same as yours, contact me via off-line
email, and I'll get a copy to you.

73,

Jim - km6nk



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: debral@falcon.cc.ukans.edu
Subject: HEATH  BR-2  << BABY BOATANCHOR >>
Message-ID: <199604221655.MAA27785@postoffice.reston.mci.net>

Fellow anchorites,

I found a Heath Company BR-2  AM broadcast receiver at an estate sale this past 
weekend.  I don't collect Heath products, but one of you out there 
probably does. 

Anyone who might have an interst in this one, please e-mail for 
additional info.

73s

Bill Worthington
AA4FM/0
Eudora, Kansas, USA
debral@falcon.cc.ukans.edu



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Rick Blank <rblank@legend.txdirect.net>
Subject: Heath SB-310
Message-ID: <1.5.4b12.32.19960422150845.006b7b5c@txdirect.net>

John Kolb has responded to the SB310 posting I made earlier, so, I'll 
add a little about this rig to the list.

 I have the book for the SB-301 and the circuitry is the basically 
the same, the 301 has more options, etc., but to align the beasts
 you have to have the preselector set at the proper position for 
the band in use....without a manual copy of this info aligning is a 
bear!  Does anyone have that info and could pass it along to me?

FWIW, the SB310 has a "hi-fi" output on the back panel.  I have an
SAE stereo  preamp that I use for music and the computer soundcard here 
in the shack. This has a subwoofer/satellite speaker combo with 2 stereo
amps (one is a EICO HF-89 tube amp) that lets games have a more visceral 
feel to them ;^) or I can listen to musicif the QRN/M is too great on HF....
well, I plugged a jumper into the Heath andthe stereo and listened to a little 
of the international broadcasters saturdaynight....hmmm, could this possibly 
be one of the best SW tuners available to us boatacnhor types
for the home stereo system?  The audio was quite decent, much more 
robust and clear sounding than my previous favorite, the R-390/URR and
Klipsch Heresy speaker (the Klipsch is a high efficiency speaker with an
over 92db output for 1 watt input rating)...plus, the parametric tone controls
on the SAE 2900 preamp let me reduce a bit of low-level hum and a bit of
high frequency heterodyne....I know it's solid state, but, the parametric
2 band equalizer in this preamp has a +or- 16db boost or cut, varible center 
frequency, and variable bandwidth, and makes a clean-up of the source
material possible...I am going to have to experiment with plugging the 390 into
this setup...previously I had tried the 390 into a lesser stereo receiver and
had fairly good results....just gonna have to try it with this setup...

The filter bandwidths on the 310 are pretty decent, the 5.0 kHz AM filter
is just wide enough to let the stations thru without too much audio frequency
roll-off, yet narrow enough to keep adjacent stations attenuated enough
not to interfere very much with the tuned station...The audio out of the
radio into an 8 ohm speaker is decent, much better sounding than an
Icom R-71A into the same kind of speaker....much more pleasant to 
listen to.

All in all, I give this radio good marks for performance on what I have
observed so far, I do need to re-allign it....after cleaning the chassis and
circuit boards the calibrator drifted a bit...but it's pretty darn accurate
as it sits....

Quite a tribute to something that an electronics hobbyist could construct
in their own home....Heathkit, I miss you!

Rick Blank, KI5SL				rblank@txdirect.net
2223 Blanco Road				KI5SL@K3WGF.STX.USA.NOAM
San Antonio, Texas 78212			AMSAT NA#26195



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: JOHN_SEHRING.parti@ecunet.org
Subject: HEATHKIT DX-35 IMPROVEMENTS
Message-ID:  <9604212331.aa25409@pcusa01.ecunet.org>


Re:  Heathkit DX-35 transmitter quirks.

See QST Sept. 1956 for a review of this rig.

Talks about the relative lack of drive on 10 m & what to do about it.
Remove the 68-ohm resistor in the grid of the 6146 final amp.  Then,
install a simple neutralization circuit to kill resulting final amp
oscillation.

Disusses improving AM screen modulation capabilities with simple component
changes:  Reduce amount of audio signal applied to grid of carrier control
tube (1/2 of a 12AU7) to 50% of that applied to the grid of the screen
modulator (other 1/2 of the 12AU7).

Claims peak modulation then improves from 60% to about 80%, "all that can
be hoped for from a direct-couple system--particularly with the 6146, since
the screen of this tube must be driven negative in order to cut off the
output completely."

Notes that the time constant of the resistor/capacitor combo in the cathode
ct. of the carrier control tube is set at roughly a speech syllabic rate.
Could be fiddled with to give some sort of speech pseudo-compression?

`Basic' circuit schematic of DX-35 is included.


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: knudsen@gvmail.ih.att.com
Subject: Re:  HEATHKIT DX-35 IMPROVEMENTS
Message-ID: <9604221820.AA01582@bock.ih.att.com>

Trouble with that carrier-control is that it does expansion, not compression.
Basically it lets the final cool off between syllabic speech bursts,
sort of like in an SSB final.

If you want speech compression, you'll need an outboard "mule box."

I suspect the carrier control also allows a kind of asymmetircal modulation,
since it can't cut the tube off in the negative direction.
Reducing the R/C time constant would let you make it even more
asymmetric -- a.k.a. distortion (?)  73, mike k aa9rg


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "Richard A. George" <wa6jox@rain.org>
Subject: manuals available
Message-ID: <Pine.SUN.3.91.960421212627.27153B-100000@coyote.rain.org>

While going thru some junk i came across some manuals someone may have a 
need for. These are free if you can use them.
RME VHF-152 radio frequency converter
RME VHF-152a radio frequency conveter
RME-45 communications receiver
Hallicrafters s-77
RME HF 10 - 20 radio frequency converter
Paco model T-60 tube checker

I also still have a few pieces of equipment and some older books left 
from previous listings. If interested please e-mail direct.

Richard George
533 Corsicana Dr
Oxnard Calif 93030

"Rember it ain't a real radio unless it can kill you, 12 volts is for 
sisseys"


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Thomas Lemar <lema@ols.net>
Subject: Mic. Hlp -Turner 
Message-ID: <317ABD9C.669@ols.net>

Hello Gang.

Just picked up a odd Turner mic. and was wondering if
anyone could give me some information on it. The only
markings on it is : Model VT73 Licensed under patents of 
the Brush Development Co. The Turner Co. Cedar Rapids Iowa.

Thanks

Tom Lemar
lema@ols.net


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "F r6fqHo!ht" <75121.100@CompuServe.COM>
Subject: Mics
Message-ID: <960422042002_75121.100_FHI13-1@CompuServe.COM>

Hello again BA'ers.    
	With all the talk lately re MIcs, anyone have any info on the TM-226,
from  TELECTRO SYSTEMS CORP?  I use it on my Harris Marine radio, since it is a
table top stand mic and I've also used it on my SBA transmitter also.  Looking
mainly for the company location (if still in business) and info on the mic
itself.   

Regards from Honolulu, 
Raymond Cote
75121.100@compuserve.com



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Witmerjr@aol.com
Subject: Normal Clegg Venus Output Power?
Message-ID: <960421150502_379741676@emout17.mail.aol.com>

Hello All!

I'm getting ready to go-over my Clegg Venus to get ready for E-Skip season
and was wondering if anyone could remember what the normal CW transmit output
power is supposed to be?  At one time I thought it should be approximately
30-40 Watts but mine is only running around 10Watts.   I've replaced the
6883B - Any suggestions.

Thanks In Advance!

73

Bob  W3RW

witmerjr@aol.com


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "Gary H. Harmon, Jr." <gharmon@txdirect.net>
Subject: Post-Belton Report
Message-ID: <199604220227.VAA21015@legend.txdirect.net>

I followed up today on a name and number I copied down at Belton.  Had to
drive 210 miles round trip after the Sunday morning worship service but it
was worth it.  The following (all dirty) followed me home:

Hallicrafters HT-32A transmitter; original docs; complete except for a few
small tubes; knobs and front panel look fine; minor rust on chassis and top;
untested.

Heathkit DX-100 transmitter; schematic copy; complete; has rack mount
handles mounted on the front; one large knob cracked; front panel looks
fine; cabinet needs painting; untested.

Hallicrafters SX-130 receiver; original docs; not as dirty as the others;
complete; some scratches on the chrome trim; knobs and front panel look
fine; untested.

Heathkit VF-1 VFO, no docs; small knobs not original; complete; untested.

Echophone EC-1B receiver; no docs; complete; untested.

Heathkit HM-11 Reflected Power meter; no docs; complete; untested.

Shure desk microphone and a can of small and large knobs.

Needless to say, the back of my Honda Accord was full.  Should have taken
the Ranger (HI). 

<<<Need to copy or get a copy of the complete DX-100 manual(s),   HM-11
SWR/Power Meter, and EC-1B Echophone.  Can anyone help?>>>

Thanks in advance......73, gary 
===================================================================
<<<<<<<<<<<<<< TOO many projects, NOT enough time! >>>>>>>>>>>>>>>>          

Gary H. Harmon, Jr., K5JWK	gharmon@txdirect.net
6302 Robin Forest		K5JWK@K3WGF.EL09TN.#SAT.TX.USA.NOAM
San Antonio, TX 78239           (210) 657-1549




From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Pete McCollum  22-Apr-1996 1122 -0600 <mccollum@ssdevo.ENET.dec.com>
Subject: R-390A meters
Message-ID: <9604221726.AA08902@us3rmc.pa.dec.com>

I have an R-390A that is minus it's meters. I have a couple of meters that
are possible replacements, but I don't know the specs for the original
carrier-level meter.
So: What is the carrier-level meter's sensitivity?
    What sort of markings does it have?
    Is it correct that the Line Level meter has VU-style markings?

Thanks for any help,
Pete


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "James P. Rybak" <jrybak@mesa5.Mesa.Colorado.EDU>
Subject: Re-Capping an ARC-5
Message-ID: <Pine.SV4.3.91.960421144014.9818A-100000@mesa5.mesa.colorado.edu>

I have an ARC-5 receiver that I want to get working.  "Rumor" has it that 
I had better expect some of the capacitors to be bad.  Rather than 
"hoping for the best" and then ending up searching for the one or several 
bad caps, I'm thinking about replacing all the caps which are likely to 
go bad.  

Can someone please tell me which of the caps are the mosts troublesome 
and if there are any "tricks" to know or pitfalls to avoid when recapping?

Thanks.

Jim Rybak  W0KSD


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Bob Roehrig <broehrig@admin.aurora.edu>
Subject: Re: Re-Capping an ARC-5
Message-ID: <Pine.ULT.3.91.960422083307.9442A-100000@admin.aurora.edu>

On Sun, 21 Apr 1996, James P. Rybak wrote:

> I have an ARC-5 receiver that I want to get working.  "Rumor" has it that 
> I had better expect some of the capacitors to be bad.

Jim, I don't know what other's experiences are, but I have close to a dozen
ARC-5's and I don't believe I've had to replace any of the caps. I do like
many do with old rigs and bring up B+ slowly the first time, usually thru
a current limiting resistor while monitoring the current.

        E-mail broehrig@admin.aurora.edu           73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Al Klase <alklase@postoffice.ptd.net>
Subject: Re: Re-Capping an ARC-5
Message-ID: <199604221449.KAA13277@ns1.ptd.net>

At 08:34 AM 4/22/96 -0500, Bob Roehrig wrote:

>Jim, I don't know what other's experiences are, but I have close to a dozen
>ARC-5's and I don't believe I've had to replace any of the caps. I do like
>many do with old rigs and bring up B+ slowly the first time, usually thru
>a current limiting resistor while monitoring the current.
>
        I am one of the world's leading avocates of shot-gun replacement of
caps in 50+ year-old radios.  However, my experience with ARC-5 receivers,
about 6 or 7 of them, is that the capacitors do not suffer the universal
leakage and shorting that is epidemic in wax-coated and bakelite-encased
paper caps.  Lube the dynamoter, turn the thing on, watch for smoke, and
then test for proper operation.  In most cases I think you'll find very
little restoration in needed.  I'm also concerned that it would be really
messy to replace the ARC-5 caps due to their physical construction.

Hope this helps, 73 
Al Klase - N3FRQ
alklase@postoffice.ptd.net
Flemington, NJ



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Mark Mandelkern <kn5s@lascruces.com>
Subject: Replacing Capacitors
Message-ID: <199604212321.RAA23373@chile.lascruces.com>

boatanchors@theporch.com

Jim, W0KSD, wrote

>I have an ARC-5 receiver that I want to get working ...
>I'm thinking about replacing all the caps ...

In general, with any piece of gear, it is always best to get it working,
with whatever troubleshooting and bad-parts-replacement is needed,
before any routine replacements or modifications are made.

Routine replacements or modifications may introduce more faults,
greatly complicating the troubleshooting tasks.

By analogy, would you like your doctor to replace all your organs
before making a diagnosis?

73,  Mark   KN5S     NM       kn5s@lascruces.com

P.S.  I'm sure you'll hear plenty of conflicting opinions.


Mark Mandelkern      
Las Cruces, New Mexico, USA 

kn5s@lascruces.com



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Morris Odell <morriso@vifp.monash.edu.au>
Subject: Restoration experiences
Message-ID: <199604220654.QAA02511@vifp.monash.edu.au>

I thought I'd add to the tales of woe encountered while working on 
venerable equipment.

The BA in question was only a lightweight - a voltohmyst made here in Oz 
and a snap at an old radio sale where it followed me home for $20 together 
with its manual. It looked a bit battered but that's to be expected in such 
an instrument which would have been a real workhorse. 

The power cord had been cut off flush with the cabinet ( a bad sign) so I 
checked insulation resistance of the power circuit before replacing it and 
cautiously powering it up through the core balance breaker. No smoke and 
everything <seemed> to light up as it should. It didn't work very well 
though, the meter deflection was all over the place and it wouldn't zero on 
the low ac ranges.

"Aha" I thought, best to check the rather grotty looking resistors and sure 
enough, someone had replaced most of them, but only some with the proper 
values. A few minutes with the soldering iron and the circuit at least 
looked like what the designer intended. Still no proper function and so the 
next suspects were checked - the tubes. The 12AU7 that puts the VT into 
VTVM had been replaced with a 12AT7 and this made a remarkable difference 
to the dc performance and zeroing. That was easy to fix, but I still 
couldn't get the AC ranges to work. I went over the circuit checking all 
the resistors and capacitors and they seemed OK. The AC rectifier uses a 
6AL5 - precious little goes wrong with them, and I could see it glowing 
away through the centre spigot hole under its socket. Closer examination 
however showed that only half of it was glowing!

So there it was - a BA that had been attacked by someone who had tried to 
improve on the design by sustituting the wrong tube and altering resistor 
values to suit. As well as that there was a faulty 6AL5 with only half a 
heater. Now it works reasonably well but needs thorough calibration. I've 
also got to make a probe.

I used to think open heaters were uncommon in indirectly heated tubes, but 
I've seem quite a few now. In fact I was forced to "solid state" the power 
supply of my R390A because of this very problem and the unavailability of 
the originals.

The moral here I guess is to make sure just what is glowing in those 
glowbugs!

73 de

Morris VK3DOC
morriso@vifp.monash.edu.au


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: doonan@cordmc.dnet.etn.com (DENNIS DOONAN X6916 (KG9DO))
Subject: S-Line Accessories page now open!!!
Message-ID: <9604221508.AA11510@etn.com>

Gang,
  If you have been waiting for the final part of the WA3KEY museum to
open, check back in now!
  The accessory pages are as high quality as the rest.  Be sure to check
out http://www.users.fast.net/~wa3key/slacc.html

73 de Dennis, KG9DO
doonan@cordmc.dnet.etn.com


From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Michael Crestohl <mc@shore.net>
Subject: The Flea at MIT re-opens the 1996 season.......
Message-ID: <199604221047.GAA22765@northshore.shore.net>

Hello Keepers of the Sacred Firebottle Flames

Have been pretty busy of late......

This weekend I attended the MIT Flea Market and ran into several BA-List
notables including Andy Wallace, Rgyne Killian and Bill Micheals.

MIT is being held at a new location this year.  The old parking garage is
not available, at least for the present time, and so the long-established
New England Electronic Flea is being held at the MIT Parking Lot at
Albany Street and Pacific.  Its the third Sunday of the month, April
through October.

The new location is 100% outdoors so if it rains we and the stuff get wet.

The sanitary facilities are not as good as the old location - porta potties!
My wife Cynthia does not care for these at all and so I expect she will
be avoiding this flea market this year.  She's pretty good about getting
up at the crack of dawn to chase off a couple hundred miles in search of
stuff, but she draws the line at porta potties.  I don't blame her - they're
pretty rank!

There wasn't much real boatanchor stuff at MIT but I saw a lot of old friends
and the weather was perfect.  I guess winter's really over!

Next one - Hosstraders - in three weeks.  How many days until Dayton?

73,

Michael Crestohl, KH6KD/W1
mc@shore.net



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Jim Heaton <jheaton@ic.net>
Subject: Transistor replacements for tubes
Message-ID: <317C06F5.6966@ic.net>

Wait - don't flame me yet just based on the title!!!

I found out from someone on the local repeater that at least in the 70's there were 
packages made containing transistors and possiblly some other discrete components 
mounted on a tube base.  Is it true?

If so, I assume the market has long since died off.  Are these bizarre cross breads 
collectable?  Is there any legitimate use for such a device in a self respecting BA 
(maybe for test purposes)?  Did any of these replacements approach the quality of a fine 
firebottle for it's application or were they all worthless?  Are they ever used (or 
made) to keep a BA in service as a last resort to replace a rare tube that is totally 
unavailable?

OK - now you can flame me if you must :{

-Jim
-- 
Jim Heaton, AA8RF       Once seen on VW Beetle's license plate: "FEATURE"
jheaton@ic.net          (If you get the above joke, you're a computer geek ;)
http://ic.net/~jheaton  <--not for the timid or vegetarian



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Jim Dillon <beadgal@ptialaska.net>
Subject: Re: Turner mics
Message-ID: <01BB2FA9.39B592C0@juneau_57.dialups.ptialaska.net>

Hi Tom and Lunchbox Mic fans-
If you want to catch up on the fascinating history of the Turner Co. point
your browser to:  http://soli.inav.net/~jebraun/turner52.htm
You will be astounded to discover that their other product was embalming
machines.
If you wish to correspond with the unquestioned world's leading
authority on Turner and some other mics its Eric Braun at:
jebraun@inav.net

Over and (in the case of the Turner Pressure Embalmer)*really* out!

Jim Dillon
beadgal@ptialaska.net
seeking a nice 44BX or 77DX-reasonable, of course 



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: radiorob@serix.com (Robert Ross)
Subject: VT73 Microphone
Message-ID: <199604211900.TAA07834@cm.serix.com>

I too am a microphone collector and I have several large binders full of old
MIC ads that I keep as a handy reference tool. The ads I have for the Turner
VT73 date between 1946 and 1948. Here's what the ads say about this mic........

"The Turner VT-73 Microphone....Praised by thousands of amateurs for it's
crisp, clear results, the Turner VT-73 is an efficient precision unit.
Engineered especially for quality speech recording, public address,and
amateur work. Rising curvature of response between 500-4000cps increases
intelligibility at effective voice frequencies without overmodulation.
Crystal circuit utilizes corrosive resistant diaphragm and high quality
moisture sealed crystal. Output:52db below 1 volt/dyne/sq.cm.
Response:50-7000 cps Attractively finished in black crinkle and chrome.
Complete with ball swivel head, stand, and 7 foot cable."

   This is a crystal desk Mic. The ads state that " Crystals are licensed
under patents of the Brush Development Co." Brush of course was a smaller
company that produced microphones back in the 40's and 50's as well.

   Hope this info helps......by the way if anyone else needs any info on OLD
Microphones....let me know....I'm not an expert by any means....BUT I do
have a very large reference library on them that I have assembled by
accumulating vast quantities of original ads, articles, photos, brochures
etc. I also have the same types of references on TUBES, Vintage Hifi,
Boatanchors, Scott Radios, Atwater Kent Radios,Collins Radios,and many other
interesting subjects. I have been working on these librairies for several
years and now have over 50 binders full of neat reference material.....lots
of which can not be found in any books!! It's a lot of work ....but very
enjoyable and very rewarding...especially when I can help someone out with
some much needed info on the radio they have just obtained. And......I'm
always glad to help!!!

    REGARDS....ROB.

Robert S. Ross VA3SW
London,Ontario,CANADA

RADIO DXer
ANTIQUE RADIO ENTHUSIAST

  ................."Stuck in a time warp, and lost in the ozone again" !!!!!!



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: knudsen@gvmail.ih.att.com
Subject: Re:  VT73 Microphone
Message-ID: <9604222004.AA01730@bock.ih.att.com>

I think I saw a whole table full of Tuner mics yesterday at the Chicagoland
SLots & Jukes show.  These ahd the conical heads, short neck, and flat base with
a front push-to-talk plate with a slide lever on the right that you pulled
forward to lock the mike "on".
They were made in Cedar Rapids, IO.  I was tempted to buy one for my KWM-2,
but they were tagged at $80 and up and were mostly not very clean.
Some crystal, some dynamic -- a dynamic would probably still work.
73, mike k aa9rg


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Engbert Oord <engbert.oord@jet.uk>
Subject: VU33 RAF tube/valve
Message-ID: <9604221313.AA04445@jet.uk>

Hello gang members from an exceedingly wet Albion.


Anybody know of the commercial equivalent of the VU33, 
a triode a.o. used in the RAF R1082 aircraft receiver ?
Failing that its basic parameters ?


Greetings 

-------------------------------------------------------------------------------
Engbert Oord , G7THB
JET Joint European Torus, Culham ,UK 
Email : eo@jet.uk or engbert.oord@jet.uk
-------------------------------------------------------------------------------



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "David L. Thompson" <thompson@mindspring.com>
Subject: What is a vendolyzer?????
Message-ID: <199604220327.XAA10406@borg.mindspring.com>

In our visit to a basement on Saturday, Greg KX4R and I came across an old
test instrument called a "Vendolyzer".   Its late 1930's looking in
lettering and meters and has a wooden cabinet.
The owner worked for WSB for many years so may be something to do with AM
broadcast.

Can someone identify this and its function?

Dave K4JRB



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: Dale Braun <dale.k.braun@uwrf.edu>
Subject: What is an RAL receiver?
Message-ID: <s17b98db.049@adngate.adn.uwrf.edu>

A friend of mine has an RAL receiver he wants
to give me.  He describes it as a low frequency
receiver covering 16 to 500 KHz.  That's all the
description I have.  How large are they?  What
kind of filtering might it have?  Is it rack mount? 
Any other words of wisdom about this receiver?

73,
Dale
WD9GWH
Dale.K.Braun@uwrf.edu



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: knudsen@gvmail.ih.att.com
Subject: Re:  What is an RAL receiver?
Message-ID: <9604221952.AA01712@bock.ih.att.com>

Well, what you describe, inf frequency range, is not the RAL but
the almost identical-looking RAK.  I have the RAK VLF set, 15 - 600 KC.
Yes, you can copy bird chirps at the bottom end :-)

The RAL is the HF version, 1.5 - 18 MHz or thereabouts.  I'd love
to have one to play with.

Both these sets are WWII Navy jobs, and make very good ballast for a large
ship -- bring a friend to help carry it to the car.  Separate PS is
much smaller and lighter.

Most interesting thing -- both are Regenerative, with two stages of TRF
ahead of the detector.  BIggest knob on the front is Regen control.

Selectivity, with judicious use of the Regen, is quite good.  Stability is good
due to battleship construction and regulated B+ on the detector.

A neat feature is a tunable audio filter for CW -- you can peak the audio
at a wide variety of pitches.  The VLF version (RAK) has an audio low-pass
filter that muddies up voice and cannot be switched out; the RAL has a bypass
switch for it.

These are BIG sets, with massive parts and a zillion metal-cased oil caps
that seem to last forever.  And they are made for their cabinets, not rack.

Six bands, with a bandswitch that belongs in a KW rig :-)

Mine works pretty well, and can copy all sorts of VLF stations.  There's
no CW left on down below 100 KC anymore, so you might get tired of the big
box after a while, but it's a great air-beacon DXer.

If you really do get an RAL (HF set) and don't want it, I will meet
you halfway from Chicago :-)  73, mike k aa9rg


From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: "Joseph W. Pinner" <kc5ijd@dns1.net-connect.net>
Subject: Re: What is an RAL receiver?
Message-ID: <199604222100.QAA05312@dns1.net-connect.net>

>A friend of mine has an RAL receiver he wants
>to give me.  He describes it as a low frequency
>receiver covering 16 to 500 KHz.  That's all the
>description I have.  How large are they?  What
>kind of filtering might it have?  Is it rack mount? 


The RAL is a rather large and heavy 1930s shipboard VLF receiver. It was 
replaced by the RBA in the early 40s (though it was used throughout 
WWII). It has a separate power supply. Its a TRF set with a regenerative 
detector and is excellent for CW. It is table mounted.

It is built like the battleships on which it served and is a fine 
receiver. 

73

Joseph W Pinner
Lafayette, LA
KC5IJD
EMail: kc5ijd@net-connect.net or kc5ijd@aol.com



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: Fire Bottle archive handler <firebotl@jackatak.theporch.com>
Subject: Why the Digest 606 was so short...
Message-ID:  <9604211814.aa14121@jackatak.theporch.com>

Gang-

Several of the digest subscribers have asked, so a "broadcast"
response will probably answer everyone at once...

"So what happened to the rest of issue #606?  All it contained was one 
very mangled posting from one D. Dillman! Where's the rest of the 
issue???"

The digests are built, as material comes onto the BoatAnchors list, 
until either the digests reaches about 1,000 lines of message text, or 
24 hours since the last.

With the outage from Wednesday until Friday, it just happened that 
Dick's message was the last one, and it sat in the queue until the 24 
hour clock expired... One of the early messages in #607 was Dick's 
correction...

Hope that clears things up... ;^)
--
73
Jack, W4PPT/Mobile (75M SSB 2-letter WAS #1657/#1789 -- both all mobile! ;^)
            - - - BoatAnchor Mailing List Archiver/Owner - - -
firebotl@jackatak.theporch.com     ----    listown@jackatak.theporch.com



From boatanchors@theporch.com  Mon Apr 22 17:59:47 1996
From: jschwart@ix.netcom.com (John Schwartzberg)
Subject: WTB Collins 32V-x XMTR
Message-ID: <199604221756.KAA26901@dfw-ix4.ix.netcom.com>

Hey Gang - 

I'm still looking for a Collins 32V- series transmitter.  I'd prefer the
32V-2, will also accept a 32V-3, and would consider a 32V-1.  This
transmitter is to be used on the air, and need not be a museum piece.  I
would prefer a rig in good physical and electrical condition, with no major
electrical modifications that cannot be restored with less than gargantuan
effort.

Thanks in advance for your consideration, and all leads gratefully accepted!

73,

John
N0GII

Denver, CO

jschwart@ix.netcom.com



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: stever@cybercomm.net (Stephan Rashkin)
Subject: WTB Johnson Viking Ranger 1 and/or 2
Message-ID: <199604212210.SAA21367@raven.cybercomm.net>

If you have a clean Johnson Viking Ranger 1 or 2,  working,
with no irreversible modifications, and all original knobs and
meter please send E-mail to me if you would like
to sell it..(stever@raven.cybercom.com)

Thanks 73,

Steve, WA2NHZ

 *********************************************************
  Looking for:  1. Johnson Viking Ranger 1 or 2
 
  Steve Rashkin, WA2NHZ
  Howell, New Jersey

  E-mail:  stever@raven.cybercom.com

**********************************************************    



From boatanchors@theporch.com  Mon Apr 22 06:20:30 1996
From: "Joseph W. Pinner" <kc5ijd@dns1.net-connect.net>
Subject: WTB: S-38C manual
Message-ID: <199604211948.OAA29737@dns1.net-connect.net>

Need a manual for my S-38C. Would prefer an original, but copy is 
acceptable.

73

Joseph W Pinner
Lafayette, LA
KC5IJD
EMail: kc5ijd@net-connect.net or kc5ijd@aol.com



